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IntekE: Core™ i3,

intel® Core™ i3,

Inted® Core™2 Quad,

] CELSIUS K670 CELSIUS VB4D CELSIUS R570 CELSIUS M470 CELSIUS W480 CELSIUS W380 CELSIUS W280 CELSIUS H270 CELSIUS H265
IntekE: Core™ i3, Intsi® Cor=™2 Dua, intel® Core™2 Duo

Processor

Processors
Chipset

Memory

Hard disk drive

Dual-Core Intel® XeonE:,
Quad-Core Intel® XeonE

Inied® 3520

Max. 96 / 192* GB, DDR3-
SDRAM, ECC or non-ECC

2 x PCle Gen2 x16,

3 1 PCle Gen? x4 (mech. x8),

1 % PCI (32-bit / 33 MHz)

Dual-Core Intel® Xeon®,

Dusal-GCore: AMD Opéeron™,
Quad-Core Iniel® Xeon®

Quad-Core: AMD Opteron™

lor2

WVIDIAE: nForce professional Intek®E 5520 Intel® X556 Express

{3600 and 3030)
Max. 64, DDR2-SDRAM, Max. 48 / 96" GB, DDR3-
ECC SDRAM, ECC or non-ECC
Solid State Disk up fo 256 GB;
SAS up to 600 GB, 15000 rpm;
SATA up fo 300 GB, 10000 pm;
Business critical SATA up fo 2 TB, 7200 rpm;
SATA upfo 1 TB, 7200 rpm
2 xPCle x16,
2 % PCle xB,
2 % PCI-X (54 bit / 133 MHz)
1xPCI{32-bat f 33 MHz)
NVIDIA® Tesla C1060 (4 GB)

Max. 24 GB, DDR3-SDRAM,
ECC or non-ECC

2 x PCle Gen? x16,

1 x PCle Gen x4 (mech. x3),

1 x PCle Gzn? x4 (mech. x8),
2 x PCI (32-bit / 33 MHz)

Ouad-Core Intel & Xeon®

Inte¥Er Core™ i3,

Iniel®@ 3450 Int=i® 3450

Max. 16 GB, DDR3-SDRAM,
ECC or non-ECC
Solid State Disk up to 256 GB;
SATA up to 300 GB, 10000 mpm;
Business-critical SATA up to 2 TB, 7200 rpm;
SATA up to 1 TB, 7200rpm

1 x PCle Gen2 16,
1 x PCle x4 (mech. x16),
2y PClex1,
3 x PCI (32-bit / 33 MHz)

intel® Core™ i5,
Quad-Core Intek® Xeon®

GPU computing card
Ulira-high-end NVIDIA® Quadro FX 5800 {4 GE) NVIDWAE Quadro FX 5800 (4 GB) NVIDIA®E Quadro FX 4800
3D graphics NVIDIA® Ouadro FX 4800 (1.5 GB) NVIDIA® Quadro FX 4800 (1.5 GE) (1.3 6B}
MNVIDIAE Quadro FX 47002 (2x 1 GB)
High-end 3D NVIDIAE Quadro FX 3300 (1024 ME)
graphics ATI FirePro™ V7750 (1024 MB)
Mid-range 3D NVIDIA®E Quadra FX 1800 (765 ME)
graphics NVIDIA® Quadro FX 580 (512 MB)
ATI FirePro™ V5700 (512 MB)
Entry 30 NVIDIA® Ouadro FX 380 {256 M3)
graphics ATI FirePro™ V3700 (256 MB)-
Professional 2D NVIDIA® Quadro NVS 290 (258 MB)
graphics NDIAE Quadro NVS 295 (256 MB)
Multi-monitor NVIDIA® Quadro NVS 290 (256 MB)
graphics NVIDIA® Quadro NVS 295 (256 MB)
NVIDIA® Quadro NVS 450 (512 MB)
Size (WxDxH) 215 x 622 x 446 mm 215 x 620 x 446 mm 215 x 522 » 446 mm 203 x 426 x 442 mm

Készilt: 2010 januar.
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Inte¥® Core™ i3,

Intel® Core™ i¥ Intel® Core™ 2 Exireme

intel® Q57 Intel® P45 Bxpress

Max. 16 GB, DDR3-SDRAM, Max_ 8 GE DDA3, dual-channe],

non-ECC non ECC
Solid State Disk up to 1st and 2nd HOD,
256 GB; Solid State Disk up to 256 GB;
Business-criical SATA up to SATA up to 320 GB, 7200 rpm;
2 T8, 7200 rpm; SATA up to 500 GB, 5400 rpm
SATA up to 1 T8, 7200rpm
1 x PCle Gen2 x16, 1 x PC Card (Type 111),
1% PCle x4 (mech. x16), 1 x ExpressCard™,
2 x PG (32-bit / 33 MHz) 1 x50/ MS Pro,
1 x SmartCard

NVIDIAE Quado® FX 770M -
{512 ME)

NVIDIA® Quadro® FX 770M
(256 M3)

203 » 390 x 392 mm 363 » 260 x 38 mm
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